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Rick’s	Oilfield	Services	
LSD:	09-32-058-19	W5M	
AER	FIS#:	TBD	
EDGE#:	00447377	
Daily	Situational	Report		
2025-11-13	
WEATHER	

Ground	conditions	soft	and	muddy	with	partial	snow	cover.	Temperatures	were	-1	0C	warming	
to	40C	with	mostly	clear	skies	throughout	the	day.		
OPERATIONS	REPORT	
1.	Day	Operations		

• Met	with	Rapid	Response	and	Greenfire	personnel	onsite	to	discuss	the	activities	to	
date	and	the	next	planned	activities	for	the	remainder	of	the	operational	period.		

• The	initial	hard	containment	boom	that	was	encircling	the	wreckage	was	removed	
from	the	watercourse	and	disposed	of	as	it	was	coated	with	biumen.		

• Additional	turbidity	curtain	was	mobilized	to	site	and	installed	behind	the	existing	
turbidity	curtain	check	at	the	POE	to	capture	any	released	bitumen	during	removal	of	
the	original	curtain.	

o The	turbidity	curtain	that	has	been	in	place	since	November	7th	was	removed	
and	disposed	of	as	it	had	a	large	degree	of	bitumen	entrained	within	the	skirt	
and	had	lost	efficiency.		

o Removal	was	completed	with	the	excavator,	labour	crews	and	air	boats.		
• A	Wildlife	Research	and	Collection	Permit	was	received	from	Alberta	Environment	

and	Parks	for	the	site.		
• Pictures	were	downloaded	remotely	from	the	established	cameras	at	the	four	beaver	

caches	remedial	work	has	been	completed	at.		
o Beaver	lodge	and	cache	1,	3	and	6	have	documented	pictures	showing	evidence	

of	beavers	eating	and/or	adding	to	the	cache,	indicating	normal	beaver	
behaviour	after	remedial	efforts.		

o Beaver	lodge	and	cache	4	does	not	yet	have	pictures	collected	by	the	remote	
camera.		

o Beaver	lodge	2	and	5	did	not	have	cameras	installed	as	there	were	no	remedial	
efforts	completed	at	these	locations	due	to	the	lack	of	a	feed	cache.		

• An	excavator	continued	to	remove	bitumen	at	the	POE	for	the	morning,	the	excavator	
was	winched	down	to	matting	using	a	winch	cat.			

o Product	was	pulled	to	the	shoreline	with	the	excavator	where	it	was	loaded	
into	roll	off	containment	bins	for	disposal.	

o Roll	of	bins	were	transported	to	Clean	Harbours	Ryley	for	disposal	throughout	
the	day.		

o Matting	at	the	point	of	entry	was	removed	from	within	the	River	as	needed	and	
transferred	to	a	location	where	they	are	being	broken	up	and	shipped	to	
landfill.		
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• A	steamer	was	mobilized	to	site	and	used	for	decontamination	of	supplies	and	tools.		
• Additional	resources	were	mobilized	to	site	including	roll	off	bins,	turbidity	curtain,	

and	oil	snares.		
• Hand	skimming	was	completed	throughout	the	impacted	area	downstream	of	the	

POE.	The	recovered	product	and	emulsified	sheen	were	placed	in	buckets	or	bags.				
• Sunken	bitumen	was	recovered	from	along	the	shoreline	and	within	the	river	by	

labour	crews	downstream	of	the	POE.		
o The	shoreline	was	cleaned	first	to	remove	any	residual	bitumen	and	then	

crews	worked	into	the	water	removing	as	much	of	the	impacts	as	possible.	
Care	was	taken	to	work	on	previously	cleaned	surfaces	as	much	as	possible	to	
prevent	driving	product	into	the	substrate.		

o Product	was	removed	using	rakes,	shovels	and	pitchforks.	
o The	bitumen	retains	most	of	its	form	during	recovery	and	is	being	immediately	

placed	into	heavy	poly	bags	then	transferred	to	lined	1	m3	tote	bag	or	placed	
directly	into	1	m3	tote	bags.		

• Assessment	was	completed	along	the	right	descending	bank	where	the	river	bends	to	
ensure	product	was	not	mobilized	to	the	opposite	bank.		

o 500	meters	of	the	shoreline	was	walked	and	no	evidence	of	sheen	or	bitumen	
was	noted.		

• Labor	crews	were	transported	by	airboat	downstream	of	the	confluence	and	spaced	
out	along	the	shoreline.	The	crews	completed	assessment	and	recovery	of	visible	
bitumen	along	the	shoreline.	Crews	continued	working	between	850	m	downstream	
and	worked	to	a	maximum	distance	of	11.5	km	today.		

o Recovered	product	and	impacted	material	was	placed	in	poly	bags.	The	poly	
bags	were	transferred	to	1	m3	tote	bags	located	on	the	airboats.	The	totes	were	
then	transported	back	to	an	area	with	appropriate	access	for	removal.		

o Volume	of	product		
• Tote	bags	were	half	filled	with	impacted	material	and	recovered	bitumen	then	

transported	from	the	shoreline	to	a	roll	off	bin	onsite.		
o Totes	are	half	filled	as	a	precautionary	measure	against	ripping	as	they	need	to	

be	transported	to	the	roll	of	bin	via	skidsteer.	
• A	downstream	foot	assessment	has	now	been	completed	at	all	bridge	crossings.	The	

shoreline	was	walked	500	m	upstream	and	downstream	at	each	bridge	crossing	along	
both	banks.		

o No	evidence	of	bitumen	or	sheen	was	found	during	the	assessment	at	any	of	
the	bridge	crossings.		

• A	wildlife	biologist	and	fisheries	biologist	were	on	site	throughout	the	day	with	no	
reported	fish	or	wildlife	issues.		
		

ENVIRONMENTAL	REPORT	
Air	Quality	

• Ambient	air	monitoring	using	personal	monitors	continued	throughout	the	day	with	no	
elevated	readings	(LEL,	H2S,	O2,	CO).	
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Soil	Sampling	

• No	soil	samples	were	collected	today.	

Sediment	Sampling	

• No	sediment	samples	were	collected	today.	

Water	Sampling		

• No	surface	water	samples	today.	

Wildlife	Management	

• Wildlife	deterrents	have	been	placed	along	the	bank.		
• 24-hour	operations	within	the	work	area	are	acting	as	the	main	deterrent	for	wildlife.		
• The	wildlife	research	permit	for	the	site	is:	Permit	#25-015.	
• The	aquatics	research	and	collection	licence	for	the	site	is:	RL-PAAS	25-5005.	

Wildlife	Observations	for	Today	

Common	Names	 Scientific	Names	
Location	of	
Observations	

Number	of	
Observations	

Canada	Goose	 Branta	canadensis	 Flying	overhead	 3	
Common	Raven	 Corvus	corax	 Flying	overhead	 2	

Black-billed	Magpie	 Pica	Hudsonia	 Flying	overhead	 1	
Black-capped	
Chickadee	

Poecile	atricapillus	 Foraging	 1	

Hairy	Woodpecker	 Leuconotopicus	villosus	 Foraging	 1	
Ruffed	Grouse	 Bonasa	umbellus	 Flushed		 1	

Vole	 Microtus	 Running	away	 1	
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WASTE	TRACKING	

**Please	note	disposal	volumes	are	estimated	and	will	be	reconciled	once	disposal	load	reports	are	received**	
	

Waste	Stream	 Volume	
(m3)	

Disposal	
Location	

LSD	 Waste	
Approval	
Number	

Impacted	Fluid	 	 	 	 	
Fluid	Recovery	 2	 TBD	 	 	
Total	Fluid	Volume	 0	 	 	 	
Total	Project	Volume	 2	 TBD	 	 	
Hydrovac	Slurry	 Volume	

(m3)	
	 	 	

Hydrovac	Slurry	 0	 	 	 	
Total	Hydrovac	Slurry	 0	 	 	 	
	 Totes	 	 	 	
Daily		 6	 Stored	on	Site	 	 	
Total	Project	 85	 	 	 	
Impacted	Soil/Sediment		 Volume	

(kg)	
	 	 	

Daily	Impacted	Soil/Sediment	
Transferred	to	Bin	

17,000	 Stored	on	Site	 	 	

Landfill	 Volume	
(kg)	

	 	 	

Impacted	Soil/Sediment	
Transported	to	Disposal	

15,000	 Clean	Harbours	
Ryley	

	 	

Total	Impacted	Soil	Transported	
to	Disposal	

205,660	 Clean	Harbours	
Ryley	

	 	

COMMUNICATIONS	
• Updates	were	completed	with	Greenfire.	
• AER	representative	was	onsite	to	complete	site	tours.		
• Received	Wildlife	Research	and	Collection	Permit	from	Alberta	Environment	and	

Parks.	
• Remedial	Action	Plan	was	submitted	to	Greenfire.	

PLANNED	ACTIVITIES	
1. Next	Activities	

• Continue	removal	of	impacts	along	the	shoreline	downstream	of	the	confluence.	
• Install	and	adjust	containment	measures	as	required.		
• Recover	product	and	emulsified	sheen	with	a	drum	skimmer.		
• Continue	recovery	of	sunken	oil.		
• Continue	removal	impacted	beaver	food	caches.	
• Additional	soil	and	sediment	impact	delineation.		
• Continue	surface	water	sampling.	
• Install	sunken	oil	detection	systems	downstream.	
• Complete	underwater	assessment	with	ROV.		
• Complete	bathymetry	mapping	with	ROV	to	help	determine	likely	places	that	sunken	

bitumen	will	be	present.		
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Photograph	1:	Overview	of	the	POE	in	the	morning.	

 

Photograph	2:	View	of	crew	working	on	submerged	bitumen	recovery.	
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Photograph	3:	View	of	recovered	bitumen	from	the	riverbed.	

 

Photograph	4:	View	of	removing	the	tote	with	recovered	bitumen	from	shoreline,	facing	North.		
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Photograph	5:	View	of	removed	turbidity	curtain	with	product	staining	at	the	POE.	

 	

Photograph	6:	View	of	spent	turbidity	curtain	being	disposed	of	at	the	POE.	
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Photograph	7:	View	of	new	turbidity	curtain	being	installed	prior	to	removing	the	spent	one.	

 	

Photograph	8:	View	of	submerged	bitumen	along	the	shoreline	prior	to	recovery	900	m	from	POE.	
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Photograph	09:	View	of	bitumen	along	the	shoreline	5.7	km	from	POE.	

	

Photograph	10:	View	after	cleanup	activities.	




