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Rick’s	Oilfield	Services	
LSD:	09-32-058-19	W5M	
AER	FIS#:	TBD	
EDGE#:	00447377	
Daily	Situational	Report		
2025-11-18	
WEATHER	

Ground	conditions	 frozen.	Temperatures	were	 -10	0C	warming	to	 -1	0C	with	overcast	skies	
throughout	the	day.		
OPERATIONS	REPORT	
1.	Day	Operations		

• Met	with	Rapid	Response	personnel	and	contractors	onsite	to	discuss	the	activities	to	
date	and	the	next	planned	activities	for	the	remainder	of	the	operational	period.		

• Morning	assessment	of	the	river	and	work	area	showed	a	large	degree	of	frazzle	ice	
and	ice	sheets	moving	down	the	river.	A	morning	assessment	was	completed	to	
determine	visual	confirmation	of	sunken	bitumen.	3”	ice	sheets	had	accumulated	
within	the	turbidity	curtain	boom.	Ice	sheets	and	frazzle	ice	continued	to	flow	
throughout	the	day.		

o The	turbidity	curtain	boom	was	removed	due	to	the	degree	of	ice	
accumulation.	The	anchor	holding	the	turbidity	curtain	boom	slipped	
downstream	before	it	could	be	removed	due	to	the	force	of	the	ice	buildup.		

o Silt	fence	was	installed	downstream	of	instream	cleanup	activities	following	
the	removal	of	the	turbidity	curtain	boom	to	control	downstream	sediment	
transport	and	reduce	turbidity.	

• Hand	skimming	was	completed	at	the	POE.	The	recovered	product	and	emulsified	
sheen	were	placed	in	buckets	or	bags.				

• Sunken	bitumen	was	recovered	from	along	the	shoreline	and	within	the	river	by	
labour	crews	at	the	POE.	The	focus	was	on	manual	recovery	of	residual	bitumen.		

o Product	was	removed	using	rakes,	shovels,	pitchforks,	and	sorbent	pads.		
o Recovered	bitumen	was	immediately	placed	into	heavy	poly	bags	then	

transferred	to	lined	1	m3	tote	bag	or	placed	directly	into	1	m3	tote	bags.		
o 1	tote	was	recovered	today	of	bitumen.		
o 3	totes	of	spent	PPE	and	refuse	was	produced.	

• Tote	bags	were	half	filled	with	impacted	material	and	recovered	bitumen	then	
transported	from	the	shoreline	to	a	roll	off	bin	onsite.		

o Totes	are	half	filled	as	a	precautionary	measure	against	ripping	as	they	need	to	
be	transported	to	the	roll	of	bin	via	skidsteer.	

• A	4-sided	bin	and	combo	unit	were	used	throughout	the	day	to	decontaminate	
equipment	and	tools	used	during	the	response.		

o 0.2	m3	of	wash	water	was	recovered	and	is	awaiting	disposal.	
• An	excavator	was	used	to	begin	rebuilding	the	bank	of	the	watercourse	following	

removal	of	the	sediment	curtain	and	air	boats.	Clean	tested	clay	fill	and	class	1	rip-rap	
were	imported	to	site	to	be	used	during	reclamation	of	the	POE	area.	A	silt	fence	was	
installed	at	the	base	of	the	bank	to	prevent	clay	fill	from	entering	the	watercourse.	
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Clay	fill	and	salvaged	material	were	used	to	rebuild	the	bank.	The	soil	was	placed	in	
lifts	and	compacted	with	the	excavator	to	prevent	sloughing	and	erosion.		

• A	wildlife	biologist	and	fisheries	biologist	were	on	site	throughout	the	day	with	no	
reported	fish	or	wildlife	issues.		

o Turbidity	monitoring	was	completed	throughout	the	day	with	no	elevated	
readings.	

• Equipment	and	supplies	not	being	utilized	were	demobilized.	
• 2	WCSS	boats	were	demobilized	due	to	all	instream	containment	measures	being	

removed.	
• Silt	fence	was	installed	following	removal	of	the	turbidity	curtain	boom	at	the	toe	of	

the	bank.	
ENVIRONMENTAL	REPORT	
Air	Quality	

• Ambient	air	monitoring	using	personal	monitors	continued	throughout	the	day	with	no	
elevated	readings	(LEL,	H2S,	O2,	CO).	

Soil	Sampling	

• No	soil	samples	were	collected	today.	
Sediment	Sampling	

• No	sediment	samples	were	collected	today.	
Water	Sampling		

• No	surface	water	samples	today.	
Wildlife	Management	

• Wildlife	deterrents	remain	in	place	along	the	bank.		
• The	wildlife	research	permit	for	the	site	is:	Permit	#25-015.	
• The	aquatics	research	and	collection	licence	for	the	site	is:	RL-PAAS	25-5005.	

Wildlife	Observations	for	Today	

Common	Names	 Scientific	Names	
Location	of	
Observations	

Number	of	
Observations	

Red	Squirrel		 Tamiasciurus	hudsonicus	 West	Buffer	 2	
Common	raven	 Corvus	corax	 Flight	 7	
Bald	Eagle	 Haliaeetus leucocephalus  

	
Flight	 2	

Coyote	 Canis	latrans	 South	bank	of	river	 1	
Ermine	 Mustela	erminea	 South	buffer	 NA	

Hairy	Woodpecker	 Leuconotopicus	villosus	 West	Buffer	 1	
Pine	Grosbeak	 Pinicola	enucleator	 West	buffer	 2	
Ruffed	Grouse	 Bonasa	umbellus	 West	buffer	 2	

Undetermined	songbird	 NA	 Nest	 NA	
White-tailed	Deer	 Odocoileus	virginianus	 Signs	 NA	
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WASTE	TRACKING	

**Please	note	disposal	volumes	are	estimated	and	will	be	reconciled	once	disposal	load	reports	are	received**	
	

Waste	Stream	 Volume	
(m3)	

Disposal	
Location	

LSD	 Waste	
Approval	
Number	

Impacted	Fluid		 	 	 	 	
Daily	Fluid	Recovery	 0.2	 TBD	 	 	
Total	Fluid	Volume	 0	 	 	 	
Total	Project	Volume	 5.9	 TBD	 	 	
Hydrovac	Slurry	 Volume	

(m3)	
	 	 	

Hydrovac	Slurry	 0	 	 	 	
Total	Hydrovac	Slurry	 0	 	 	 	
	 Totes	 	 	 	
Daily		 4	 Stored	on	Site	 	 	
Total	Project	 119	 	 	 	
Impacted	Soil/Sediment		 Volume	

(kg)	
	 	 	

Daily	Impacted	Soil/Sediment	
Transferred	to	Bin	

0	 Stored	on	Site	 	 	

Landfill	 Volume	
(kg)	

	 	 	

Impacted	Soil/Sediment	
Transported	to	Disposal	

75,000	
(estimate)	

Clean	Harbours	
Ryley	

	 	

Total	Impacted	Soil	Transported	
to	Disposal	

414,620	 Clean	Harbours	
Ryley	

	 	

COMMUNICATIONS	
• Updates	were	completed	with	Greenfire.	

PLANNED	ACTIVITIES	
1. Next	Activities	

• Demobilize	equipment.		
• Collect	sediment	samples.	
• Collect	surface	water	samples.	
• Complete	bank	restoration.	

	
	









 

Ricks	Oilfield	Services	
09-32-058-19	W4M	

Trucking	Incident	Highway	831	
Photographs	Taken:	November	18,	2025	

 

 
 

  
 

 SWAT Consulting Inc. 

	

Photograph	7:	View	of	decontamination	activities.	

 	

Photograph	8:	View	of	airboat	removal	from	the	watercourse.	
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Photograph	09:	View	of	silt	fence	installation	downstream	of	instream	operations.	

	

Photograph	10:	Overview	of	the	POE	and	staging	area.	


